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Why Mobile as a Platform: 
 

● Nowadays, most of the people carry smartphones with them all the time. 

● Using a mobile phone is very convenient. 

● Application-based live streaming is an anytime, anywhere platform for viewing/managing          

locations remotely.  

● Matrix offers a simple to use SATATYA SIGHT app installed on a user’s mobile phone. 

● SATATYA SIGHT is used for logging in as a user in SATATYA NVRX device. 

● All new-generation SATATYA NVRXs devices support built-in Live-Streaming. 

● For such installations, the users can start using SATATYA SIGHT without any additional             

hardware. 

 

 

 

 

 

 

 

 

 



Introduction: 

SATATYA SIGHT is a mobile application for Matrix Video Surveillance which permits organizations to              

monitor and manage their premises remotely. To further enhance the remote viewing experience for              

an enterprise-level user, SATATYA SIGHT provides more flexibility and enhanced security with the             

features it offers. 

The NVR lets you log in to the device using the user credentials. NVR supports 120 such Users out of                    

which 9 users can log in simultaneously. This lets you manage the camera and stream live/playback                

from the streams saved in NVR storage. 

 

Pre-requisites: 
● Usually, the Mobiles use their Internet connectivity for accessing the device for remote             

monitoring, this needs a Public IP on the remote end, which should be correctly forwarded in                

the Router to be accessed easily. The HTTP and TCP ports having default value 80 and 8000                 

respectively needs to be forwarded and configured in SATATYA device as shown: 

 

 

 

If any of the cameras is disconnected from the NVR, the application will be showing               

“Connection Lost – Device Disconnected” 

If in case the NVR is down/Ports are not forwarded/open, the Application will not be able to                 

login in to the system using the correct credentials. 

 

Follow the steps mentioned below: 
 

● Install the Application from Play Store(ADR)/App store(iOS) 

You will find the SATATYA SIGHT application on the Stores of respective OS. Download on the                

Mobile/Tablet that you want to use for monitoring your NVR. Supported on Android 5.0(API level 21)                

and higher iOS version 9.0 and higher 

 

 

https://play.google.com/store/apps/details?id=com.matrix.satatyamv&hl=en
https://play.google.com/store/apps/details?id=com.matrix.satatyamv&hl=en


 

 

 

● Add a device to start: 

For the first time when you open the app, You will be asked to add a Device to start. 

 

         

 

The Login can be done using 4 ways: 
 

● The IP address of the NVR - IP address assigned with TCP port. 

● DDNS (Dynamic DNS) - Hostname assigned with TCP port. 

● Matrix DNS-MAC Address - Using MAC Address with TCP port. 

● Matrix DNS-Host Name - Hostname of NVR with TCP port. 



             

 

             

 

Once logged in, you will be able to view the default layout as shown below. 

  

 



Add the cameras using from the list of cameras connected to the NVR. 

 

        

Once all the cameras are added, you will be able to view them on the screen according to the layout                    

selected. You can change the layout by double-tapping on the screen, to either 1X1 to 2X2/3X3/4X4                

or vice-versa. By clicking on one of the camera views you can expand it to a 1X1 view to monitor only                     

a single camera. 

 

             
 



Menu Bar Features: 
I.  Search: 

When the required cameras are added in the window, a search button will appear to enable the user                  

to search for a camera particularly out of many. This icon is in the top right position of your                    

screen. The results will appear as shown from the connected camera list: 

 

 

 

II. Page Selection: 

When multiple cameras and devices are connected on the same screen, the application creates              

pages as per the layout. The user can select a particular page containing 1/4/9/16 cameras,               

depending on the layout.  

 

 

III. Layout Selection: 

User can select the Layout of viewing windows as per his/her choice, simply by clicking on the icon as                   

shown below. 

 

 

IV. Application options: 

The user will be able to access the options viz. Devices, Favourite, Playback, Settings, About, Help,                

Exit by clicking the icon  at the top right corner of the screen. 

 



 
 

V. Bottom Menu bar: 

There are many features which have shortcuts at the bottom part of the screen which appears as                 

below. 

 

 

● Stop/Play Video: 

The user can stop/play a video from any window selected by clicking the icon as shown below the                  

video of the camera window will stop and the icon will change to play as highlighted below. 

 

 

 

 

 

 

 

 

 

 



● Capture: 

The feature is highlighted below which let the user capture a snap of the Live view from the window                   

of the camera selected. 

 

 

 

 

● Move the PTZ: 

This feature lets the user move the PTZ camera by simply moving the direction using the fingers. 

 

 

 

● Audio IN: 

This lets the user listen to the audio captured by the camera in the local speaker of the mobile using                    

the application. 

 

 

● Freeze Screen: 

When a user doesn't want to accidentally click on any other tab and make an operation, they can                  

freeze the windows to disable all the other tabs and then the user can only view the cameras on                   

screen. Only single/double taps will work to change the camera window or change the layout from                

1X1 to 2X2 also, zoom-in/out will work. 
 



 

 

When the screens are froze and all the operations are disabled, the icon turns blue as shown  

● Favourites: 

This helps the user to set a favorite camera from the list to access it easily from the application. 

 

 

● Stream Change: 

This helps the user choose between the Main Stream and Sub Stream for bandwidth management.               

When the network of the user’s mobile is weak, Sub Stream can be viewed for effective results. 

 

 

 

 



● About: 

Gives information of the connected device and when clicked on the respective window, it shows the                

NVR name the user gave and the Camera name that is been clicked. 

The information appears in the lower part of the screen. 

 

      

     

 

● Close a window: 
The user might want to close one of the unwanted camera windows to save the bandwidth                
constraint on the user's network for the application. There are options for either closing one of the                 
windows or all of them together. Closing with the bulk option will stop showing all the cameras of all                   
the NVR user is logged in to. 
 

        

                          

 
 

● Devices: 

Instead of adding the cameras manually to every window, the cameras can be selected in bulk using                 

the Devices option. Click on the button on the top right corner of the screen > Devices >                   

Drop-down from the NVR and enable the checkboxes for adding the camera in windows 



 

 

 

● Display Settings: 

The Display setting will be able to give you multiple screen options, Like Default View, Default Layout,                 

and Captioning with Camera name. 

 

 

 

 

 

 

 

 

 



To change the Default View of the application. Default view > Select ‘Fit to Window’ or ‘Maintain                 

Aspect Ratio’. 

          

To change the Default Layout of the application. Default Layout > Select ‘1X1’ or ‘2X2’ or ‘3X3’ or                  

‘4X4’ 

         

To See the camera name on the top of the window in the screen layout. Enable the flag of Window                    

Caption. 

                                                        

● General Settings: 

The General Settings will be able to change the Time interval for which the camera view is displayed                  

and shifted to the next camera.  

Click on the  icon. Go to Settings 



 

Click on the General option. 

 

Click on the Sequence time Interval, you will be having options to select the Time interval of                 

your choice 

         

 

● Additional Features: 

 

Calling per Channel in Case of any Event:  

This helps the user to call the predefined number when in case something suspicious occurs and the                 

user wants to talk to the concerned person. The application calls the number from the local                

resources. 

The features like Speak to Camera/Device can help the user to talk to the concerned person using the                  

audio out of the camera so that the message can be heard in the speaker connected to the                  

Camera/Device. 



Clicking on the icon in the bottom right corner of the respective camera window, a popup                 

occurs that will ask the user to either Call, Speak to Device or Speak to Camera. When clicked on call,                    

the user will be asked to call the predefined number that is configured in the NVR for the respective                   

camera.  

          

 

When the user clicks on the call tab, the application asks the user to choose a supported phone                  

application. as shown in the below images. 

         

 

The number that is configured in the NVR > Device Configuration > Camera Settings> Camera 

 

 



The user can send voice messages to the Device or Camera by clicking on the Speak to Device                  

tab/Speak to Camera tab. For this there should be a Speaker connected to the audio out of                 

NVR/Camera. 

When Speak to Device is to be used, the NVR should be connected to the speaker using RCA cable as                    

shown in the image. 

 

 

 

 

16 Screens for Live View:  

This enables the users to view up to 16  cameras in the single screen using 4X4 layout. 

 

 

 

Addition of up to 50 NVR: 

The user can add up to 50 NVRs in the application one by one.  

 

Capture Minute Details with Digital Zoom: 

The user can Zoom-in/Zoom-out with pinching-in/out with two fingers on the screen. 

 

 



 

Two Way Audio Support: 

The Audio-In and Audio-out of the camera help the users to hear a voice from the room being                  

monitored as well as can speak to it. 

 

Playback Recorded Data: 

This helps the user view the recorded clips of a particular date/time with the option of start and end                   

time. 

 

 

 

 
  


